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Detector
Resolution,pixels
Focal length
Frequency

Focus
Temperature
Temperature Range
Temperature Accuracy
Colour Palette
Digital Magnification
Image Storage
Video Storage
Servo

Azimuth Angle
Vertical Rotation Angle
Roll Angle

System

Image Tracing
Voltage

Power Consumption
Weight

Size

Interface

Control Interface

Video Interface
Storage Interface

Environmental
Working Temperature

Storage Temperature

Technical Data Sheet of CONO TPL625

TPL625

640x480
25mm
50Hz

Motor Focus

-20°C~150°C
<2K or 2%
8 options
x2,x4
Full Temperature Data

Full Temperature Data

-180"°~+180°
-120°~+60°

~60"°~+60°

Automatic target recognition and tracing(optional)

AC 20V~36V
Power ConsumptionAC :<15W
<8009

133x114x177 mm

RS422/RS232/S.BUS

HDMI / PAL

Mini SD Card / 32G

-20"°~+55°

~40"°~+60°

HUBEI CONO Technology Co., Ltd

Manufacturing Center:

Jingzhou Development Zone East Building 3#,HUBEI,P.R.China.

Office:

ZHUO DAO QUAN Road 108# KAI LE GUI YUAN B Building S Floor. Hongshan District, Wuhan, P.R.China info@cono-tech.com
Tell/Fax: +86-27-87137247 www.cono-tech.com




